
GENERAL DATA

Code: AP-UFO-150-5K

Colour: Black

Housing: Die-cast

Thermal 
Conductivity: 96 W/m K

LED: Philips

Driver: Moso

Driver 
Efficacy: >93%

Size: Ø D309mm x H156mm

DATA SHEET

150W AVANTI PRO UFO 

FUNCTIONS

0/1-10V • Micro-wave

RoHS

ELECTRICAL SPECIFICATIONS

Input: 100-270V, 50/60Hz

Power: 150W

Power Factor: > 0.95

IP Grade: IP65

Protection: IK08

SDCM: <6

Operating  
Temperature: -40ºC to 60ºC

Surge  
Protection: 6KV

LED SPECIFICATIONS

CRI: 
(Colour Rendering Index) Ra ≥80

Lumens: 22500 Lm

Minimum  
Life Time 50.000 hours

MARKS, SYMBOLS & ICONS

RoHS IK08IP65
*Full warranty policy details are available upon request 
and are also viewable on our website. 
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DATA SHEET
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Re-programmable
At an installed height 
of upto 15 metres, the 
highbay would not be 
easily accessible should 
you wish to reprogram 
the sensor, this is why 
our sensor is fully 
programmable using 
the optional remote 
control unit.

Target-time: 10min
Setpoint on: 50lux
Setpoint off: 300lux
Waiting Level: 50%
Waiting Time: 30mins
Background Level: 10%
Background Time: +∞
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